G -2830

[0 Bisagra
Fabricada en composite, baja temperatura
y resistente a la corrosién
Ajustable en 3 direcciones
(Horizontal/vertical/profundidad)
Intercambiable drcha. izqda.
Suplementos modulares - 10 mm.
Tapa disponible en colores especiales
de acuerdo con las cantidades.

Ajustes:

Horizontal + - 5 mm.
Vertical + 8 /- 0 mm.
Profundidad + - 3,.5 mm.

Peso méaximo de puerta: 80 Kg.
Colores standard:

Cuerpo: gris - RAL 7004
Tapas: gris - RAL 7012

Opcional: HP Version con pasador y tornillo inox.

O Hinge
Hinges in composite material,
low temperature and corrosion resistant
Adjustable in three directions:
horizontal / simplified vertical / depth
Snatch-proof pin and tamper-proof fixing
with closed door.
Recessed auto-lubricating ramp
Interchangeable right or left
Modular shims
Cover available in special colours according
to quantities.

Ajustes:

Horizontal + - 5 mm.
Vertical + 8 /- 0 mm.
Profundidad + - 3,.5 mm.

Door max. weight: 80 Kg.

10 mm. Shims

Standard colours:

Bodies: grey RAL 7004

Covers: grey RAL 7012

Optional:

HP Version with stainless-steel pins and screws

Espesor de puerta Espesor de puerta
) Espesor de puerta afiadiendo 1 suplemento afiadiendo 2 suplementos
Cod. Mod. Version Door thickness Door thickness Door thickness
adding 1 shim adding 2 shims
Bisagra con rampa
FIO6885 | G - 2830 Hings with ramp 65 +90 mm. 75+ 110 mm. 85+ 130 mm.
Bisagra con rampa
FI06886 | G -2830 RV | piings with ramp 65 +90 mm. 75+ 110 mm. 85+ 130 mm.
Bisagra sin rampa
F10 6887 G - 2835 Hingg without ran’?lp 65 + 90 mm. 75+ 110 mm. 85 + 130 mm.
Bisagra sin rampa
FI06888 | G - 2835 RV | pinge without ramp 65 +90 mm. 75+ 110 mm. 85+ 130 mm.




